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Article No. Part No. Type Color
Width

in. (mm)

Height of
Write-On Area

in. (mm)
Height of Label

in. (mm)
Wire Size

Range (AWG)

Labels
per

booklet Pkg. Qty.

Width - 0.5 ″

598-94920 598-94920 HSMB-C1-120 White .5 ″ (12.7) .5 ″ (12.7) 1.5 ″ (38.1) 8-14 240 1 booklet

598-94220 598-94220 HSMB-C1-120 Red .5 ″ (12.7) .5 ″ (12.7) 1.5 ″ (38.1) 8-14 240 1 booklet

598-94320 598-94320 HSMB-C1-120 Orange .5 ″ (12.7) .5 ″ (12.7) 1.5 ″ (38.1) 8-14 240 1 booklet

598-94420 598-94420 HSMB-C1-120 Yellow .5 ″ (12.7) .5 ″ (12.7) 1.5 ″ (38.1) 8-14 240 1 booklet

598-94520 598-94520 HSMB-C1-120 Green .5 ″ (12.7) .5 ″ (12.7) 1.5 ″ (38.1) 8-14 240 1 booklet

598-94620 598-94620 HSMB-C1-120 Blue .5 ″ (12.7) .5 ″ (12.7) 1.5 ″ (38.1) 8-14 240 1 booklet

Width - 0.75 ″

598-95920 598-95920 HSMB-C2-120 White .75 ″ (19.1) .5 ″ (12.7) 2.0 ″ (50.8) 2-10 120 1 booklet

598-95220 598-95220 HSMB-C2-120 Red .75 ″ (19.1) .5 ″ (12.7) 2.0 ″ (50.8) 2-10 120 1 booklet

598-95320 598-95320 HSMB-C2-120 Orange .75 ″ (19.1) .5 ″ (12.7) 2.0 ″ (50.8) 2-10 120 1 booklet

598-95420 598-95420 HSMB-C2-120 Yellow .75 ″ (19.1) .5 ″ (12.7) 2.0 ″ (50.8) 2-10 120 1 booklet

598-95520 598-95520 HSMB-C2-120 Green .75 ″ (19.1) .5 ″ (12.7) 2.0 ″ (50.8) 2-10 120 1 booklet

598-95620 598-95620 HSMB-C2-120 Blue .75 ″ (19.1) .5 ″ (12.7) 2.0 ″ (50.8) 2-10 120 1 booklet

Width - 1.0 ″

598-96920 598-96920 HSMB-C3-120 White 1.0 ″ (25.4) .75 ″ (19.1) 3.0 ″ (76.2) 6-0000 60 1 booklet

598-96220 598-96220 HSMB-C3-120 Red 1.0 ″ (25.4) .75 ″ (19.1) 3.0 ″ (76.2) 6-0000 60 1 booklet

598-96320 598-96320 HSMB-C3-120 Orange 1.0 ″ (25.4) .75 ″ (19.1) 3.0 ″ (76.2) 6-0000 60 1 booklet

598-96420 598-96420 HSMB-C3-120 Yellow 1.0 ″ (25.4) .75 ″ (19.1) 3.0 ″ (76.2) 6-0000 60 1 booklet

598-96520 598-96520 HSMB-C3-120 Green 1.0 ″ (25.4) .75 ″ (19.1) 3.0 ″ (76.2) 6-0000 60 1 booklet

598-96620 598-96620 HSMB-C3-120 Blue 1.0 ″ (25.4) .75 ″ (19.1) 3.0 ″ (76.2) 6-0000 60 1 booklet
Dimensions are approximate and subject to technical changes.  Use Part No. for ordering and Type for speci�cation purposes. 

HELASIGN ® Self Laminating Booklet

HELASIGN self-laminating label booklets come in 6
di�erent colors and are very easy to use. The booklet
conveniently �ts in a pocket, while protecting the
labels from dust prior to use.  The self-laminating
label’s clear “tail” wraps around the text for excellent
abrasion and moisture resistance and protection from
dust and dirt. Available in three sizes, the HELASIGN
accommodates cable diameters from .16” - .67”.

Product Selection
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Label Material
W1 W2 W3

Material 6 edimayloP6 edimayloP6 edimayloP

Color tnirP kcalB /wolleYtnirP kcalB /wolleYtnirP kcalB /wolleY

Temperature Range
-40°F to +185°F, intermittent 221°F 

(-40°C to +85°C, intermittent 105°C)
-40°F to +185°F, intermittent 221°F 

(-40°C to +85°C, intermittent 105°C)
-40°F to +185°F, intermittent 221°F 

(-40°C to +85°C, intermittent 105°C)

Flammability Self-extinguishing UL94VO - base material
Self-extinguishing UL94VO - base

material
Self-extinguishing UL94VO - base

material

Approvals ICE 304, EN 60062, UL94 ICE 304, EN 60062, UL94 ICE 304, EN 60062, UL94

Cable Range  -  in.
(mm)

2.0 ″ - 2.8 ″ (50.8 - 71.12)
2.8 ″ to 3.8 ″ (71.12 - 96.52) 4.3 ″ to 5.3 ″ (109.22 - 134.62)

Nominal Wire Cross
Section  -  in. (mm)

0.5 ″ to 1.5 ″ (12.7 - 38.1) 1.5 ″ to 2.5 ″ (38.1 - 63.5) 4 ″ to 6″ (101.6 - 152.4)

AWG 8 ot 0141 ot 6181 ot 02

Width (W) -  in. (mm) .19 ″ 22.)5( ″ 13.)6.5( ″ (8.0)

Height (H) -  in. (mm) .25 ″ 82.)4.6( ″ 83.)1.7( ″ (9.6)

Length (L)  -  in. (mm) .12 ″ 21.)0.3( ″ 21.)0.3( ″ (3.0)

Markers per Strip 010202

Package Quantity 001002002

WIC ® Markers

WIC ® markers permanently and rapidly mark wires. Now, it’s simple to change identi�cation on wires which are already
marked. This range of clip-on markers is specially designed for use after wire termination has been completed.  The unique
gripping pro�le is designed to ensure that clip remains in place under normal and
vibration working conditions.  

The deeply stamped mark, black print on yellow provide high legibility. The interlocking
device ensures perfect alignment of multi-mark legends.  A high grade of material
guarantees good mechanical properties and chemical resistance against cleaning
agents, oils  and fuels.  Only 3 sizes of markers are needed for identifying wire cross-
sections ranging from an outside cable diameter of .75 ″ - .208 ″ (2.0 to 5.3mm).

WIC is an ″open marker″, open markers can be applied to pre-terminated wire and
cable. Use the re-�llable applicator to easily apply and position the markers during
installation.

Packaging
The pocket size dispensers of 200
markers (W1 and W2) and 100
markers (W3) adapted for use on
site and easy stored. Customized
compositions or special characters
on request.

Product Data

WIC Markers
Re�llable Applicator
Wire Grips
Color Coded Applicators

Yes
•
•

No

•
Expandandable
I.D. for a range of
wire sizes

Open

Wire grips
to secure
the markers
to the wire

WIC is an ″open
marker ″.  Open markers
can be applied to pre-
terminated wire and
cable.  Use the 
re-�llable applicator to
easily apply and
position the markers
during installation.

The convenient WIC dispenser ideal for

pocket or toolbox storage.
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Wire Size Legend Article No. Part No. Type Pkg. Qty.

20-18 Gauge Wire - 
Wire O.D. in. (mm) 

.075 ″ - 0.110 ″ (2-2.8)

561-01604 561-01604 WIC1-0 200

561-01614 561-01614 WIC1-1 200

561-01624 561-01624 WIC1-2 200

561-01634 561-01634 WIC1-3 200

561-01644 561-01644 WIC1-4 200

561-01654 561-01654 WIC1-5 200

561-01664 561-01664 WIC1-6 200

561-01674 561-01674 WIC1-7 200

561-01684 561-01684 WIC1-8 200

561-01694 561-01694 WIC1-9 200

16 -14 Gauge Wire - 
Wire O.D. in. (mm) 

.110 ″ - 0.149 ″ (2.8-3.8)

561-02604 561-02604 WIC2-0 200

561-02614 561-02614 WIC2-1 200

561-02624 561-02624 WIC2-2 200

561-02634 561-02634 WIC2-3 200

561-02644 561-02644 WIC2-4 200

561-02654 561-02654 WIC2-5 200

561-02664 561-02664 WIC2-6 200

561-02674 561-02674 WIC2-7 200

561-02684 561-02684 WIC2-8 200

561-02694 561-02694 WIC2-9 200

10-8 Gauge Wire - 
Wire O.D. in. (mm) 

.169 ″ - 0.208 ″ (4.3-5.3)

561-03604 561-03604 WIC3-0 100

561-03614 561-03614 WIC3-1 100

561-03624 561-03624 WIC3-2 100

561-03634 561-03634 WIC3-3 100

561-03644 561-03644 WIC3-4 100

561-03654 561-03654 WIC3-5 100

561-03664 561-03664 WIC3-6 100

561-03674 561-03674 WIC3-7 100

561-03684 561-03684 WIC3-8 100

561-03694 561-03694 WIC3-9 100
Use Part No. for ordering and Type for speci�cation purposes. 

Article No. Part No. Type Pkg. Qty.

561-00001 561-00001 WIC TOOL 5

WICTOOL Applicator
WICTOOL easily applies WIC markers to wire.  The unique
design of curved head and push out system makes this
applicator very easy to use and perfectly adapted to WIC
markers. WICTOOL must be ordered separate from WIC
markers.

Product Selection

WIC ® Markers continued

Product Selection

WIC Markers are also
available in A-Z upon
request, please contact
HellermannTyton for
details.
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Wire Size Legend Article No. Part No. Type
Min. Outside Ø

in. (mm)
Max. Outside Ø

in. (mm)
Length (L)
in. (mm) Pkg. Qty.

22 Gauge Wire
Brown Applicator

0 560-10526 WC1-0 WC1 .039 ″ (1.0) .055 ″ (1.4) .087 ″ (2.21) 300

1 560-10527 WC1-1 WC1 .039 ″ (1.0) .055 ″ (1.4) .087 ″ (2.21) 300

2 560-10528 WC1-2 WC1 .039 ″ (1.0) .055 ″ (1.4) .087 ″ (2.21) 300

3 560-10529 WC1-3 WC1 .039 ″ (1.0) .055 ″ (1.4) .087 ″ (2.21) 300

4 560-10530 WC1-4 WC1 .039 ″ (1.0) .055 ″ (1.4) .087 ″ (2.21) 300

5 560-10531 WC1-5 WC1 .039 ″ (1.0) .055 ″ (1.4) .087 ″ (2.21) 300

6 560-10532 WC1-6 WC1 .039 ″ (1.0) .055 ″ (1.4) .087 ″ (2.21) 300

7 560-10533 WC1-7 WC1 .039 ″ (1.0) .055 ″ (1.4) .087 ″ (2.21) 300

8 560-10534 WC1-8 WC1 .039 ″ (1.0) .055 ″ (1.4) .087 ″ (2.21) 300

9 560-10535 WC1-9 WC1 .039 ″ (1.0) .055 ″ (1.4) .087 ″ (2.21) 300

18 Gauge Wire
Gray Applicator

0 560-10126 WC2-0 WC2 .055 ″ (1.4) .071 ″ (1.8) .091 ″ (2.33) 300

1 560-10127 WC2-1 WC2 .055 ″ (1.4) .071 ″ (1.8) .091 ″ (2.33) 300

2 560-10128 WC2-2 WC2 .055 ″ (1.4) .071 ″ (1.8) .091 ″ (2.33) 300

3 560-10129 WC2-3 WC2 .055 ″ (1.4) .071 ″ (1.8) .091 ″ (2.33) 300

4 560-10130 WC2-4 WC2 .055 ″ (1.4) .071 ″ (1.8) .091 ″ (2.33) 300

5 560-10131 WC2-5 WC2 .055 ″ (1.4) .071 ″ (1.8) .091 ″ (2.33) 300

6 560-10132 WC2-6 WC2 .055 ″ (1.4) .071 ″ (1.8) .091 ″ (2.33) 300

7 560-10133 WC2-7 WC2 .055 ″ (1.4) .071 ″ (1.8) .091 ″ (2.33) 300

8 560-10134 WC2-8 WC2 .055 ″ (1.4) .071 ″ (1.8) .091 ″ (2.33) 300

9 560-10135 WC2-9 WC2 .055 ″ (1.4) .071 ″ (1.8) .091 ″ (2.33) 300
Dimensions are approximate and subject to technical changes.  Use Part No. for ordering and Type for speci�cation purposes. 

Clip-Tags

Clip-Tags are snap-on markers which slip easily on wire and
cable. The markers are non-adhesive and come on a wand
for trouble free installation. Clip-Tags are applied by placing
the �ared end of the wand over the wire, then pushing the
marker over the �are to the wire. The interlocking design
of these markers keep them aligned and readable.

Clip-Tags are used on pre-terminated wires, pre-installed
wires, and terminal blocks. They work well for electrical
installations and in panel and wire harness shops. Each
legend is printed black on a white marker. Each wand
contains 30 markers and each package contains 10 wands.

Product Selection

W C 1     A      

Size Legend

Available standard legends include: 0-9, A to Z.
One legend per package. For example, WC1-A equals
300 Clip-Tag markers in legend “A.”   

Part Number Example

Clip Tags
Re�llable Applicator
Wire Grips
Color Coded Applicators
Low Pro�le

Yes

•

•

No
•
• Open

Expandable
within wire
range.

Clip-Tags are ″open
markers ″. Open markers
can be applied to pre-
terminated wire and
cable. Clip-Tags have the
lowest pro�le when
applied to a wire.
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Wire Size Legend Article No. Part No. Type
Min. Outside Ø

in. (mm)
Max. Outside Ø

in. (mm)
Length (L)
in. (mm) Pkg. Qty.

18-16 Gauge Wire 
Green Applicator

0 560-10226 WC3-0 WC3 .075 ″ (1.9) .104 ″ (2.65) .125 ″ (3.19) 300

1 560-10227 WC3-1 WC3 .075 ″ (1.9) .104 ″ (2.65) .125 ″ (3.19) 300

2 560-10228 WC3-2 WC3 .075 ″ (1.9) .104 ″ (2.65) .125 ″ (3.19) 300

3 560-10229 WC3-3 WC3 .075 ″ (1.9) .104 ″ (2.65) .125 ″ (3.19) 300

4 560-10230 WC3-4 WC3 .075 ″ (1.9) .104 ″ (2.65) .125 ″ (3.19) 300

5 560-10231 WC3-5 WC3 .075 ″ (1.9) .104 ″ (2.65) .125 ″ (3.19) 300

6 560-10232 WC3-6 WC3 .075 ″ (1.9) .104 ″ (2.65) .125 ″ (3.19) 300

7 560-10233 WC3-7 WC3 .075 ″ (1.9) .104 ″ (2.65) .125 ″ (3.19) 300

8 560-10234 WC3-8 WC3 .075 ″ (1.9) .104 ″ (2.65) .125 ″ (3.19) 300

9 560-10235 WC3-9 WC3 .075 ″ (1.9) .104 ″ (2.65) .125 ″ (3.19) 300

16 Gauge Wire 
Red Applicator

0 560-10326 WC6-0 WC6 .102 ″ (2.6) .138 ″ (3.5) .127 ″ (3.25) 300

1 560-10327 WC6-1 WC6 .102 ″ (2.6) .138 ″ (3.5) .127 ″ (3.25) 300

2 560-10328 WC6-2 WC6 .102 ″ (2.6) .138 ″ (3.5) .127 ″ (3.25) 300

3 560-10329 WC6-3 WC6 .102 ″ (2.6) .138 ″ (3.5) .127 ″ (3.25) 300

4 560-10330 WC6-4 WC6 .102 ″ (2.6) .138 ″ (3.5) .127 ″ (3.25) 300

5 560-10331 WC6-5 WC6 .102 ″ (2.6) .138 ″ (3.5) .127 ″ (3.25) 300

6 560-10332 WC6-6 WC6 .102 ″ (2.6) .138 ″ (3.5) .127 ″ (3.25) 300

7 560-10333 WC6-7 WC6 .102 ″ (2.6) .138 ″ (3.5) .127 ″ (3.25) 300

8 560-10334 WC6-8 WC6 .102 ″ (2.6) .138 ″ (3.5) .127 ″ (3.25) 300

9 560-10335 WC6-9 WC6 .102 ″ (2.6) .138 ″ (3.5) .127 ″ (3.25) 300

16-10 Gauge Wire 
Blue Applicator

0 560-10426 WC9-0 WC9 .128 ″ (3.25) .177 ″ (4.5) .131 ″ (3.35) 300

1 560-10427 WC9-1 WC9 .128 ″ (3.25) .177 ″ (4.5) .131 ″ (3.35) 300

2 560-10428 WC9-2 WC9 .128 ″ (3.25) .177 ″ (4.5) .131 ″ (3.35) 300

3 560-10429 WC9-3 WC9 .128 ″ (3.25) .177 ″ (4.5) .131 ″ (3.35) 300

4 560-10430 WC9-4 WC9 .128 ″ (3.25) .177 ″ (4.5) .131 ″ (3.35) 300

5 560-10431 WC9-5 WC9 .128 ″ (3.25) .177 ″ (4.5) .131 ″ (3.35) 300

6 560-10432 WC9-6 WC9 .128 ″ (3.25) .177 ″ (4.5) .131 ″ (3.35) 300

7 560-10433 Wc9-7 WC9 .128 ″ (3.25) .177 ″ (4.5) .131 ″ (3.35) 300

8 560-10434 WC9-8 WC9 .128 ″ (3.25) .177 ″ (4.5) .131 ″ (3.35) 300

9 560-10435 WC9-9 WC9 .128 ″ (3.25) .177 ″ (4.5) .131 ″ (3.35) 300

10 Gauge Wire 
Yellow Applicator

0 560-10026 WC12-0 WC12 .177 ″ (4.4) .236 ″ (6.0) .139 ″ (3.54) 300

1 560-10027 WC12-1 WC12 .177 ″ (4.4) .236 ″ (6.0) .139 ″ (3.54) 300

2 560-10028 WC12-2 WC12 .177 ″ (4.4) .236 ″ (6.0) .139 ″ (3.54) 300

3 560-10029 WC12-3 WC12 .177 ″ (4.4) .236 ″ (6.0) .139 ″ (3.54) 300

4 560-10030 WC12-4 WC12 .177 ″ (4.4) .236 ″ (6.0) .139 ″ (3.54) 300

5 560-10031 WC12-5 WC12 .177 ″ (4.4) .236 ″ (6.0) .139 ″ (3.54) 300

6 560-10032 WC12-6 WC12 .177 ″ (4.4) .236 ″ (6.0) .139 ″ (3.54) 300

7 560-10033 WC12-7 WC12 .177 ″ (4.4) .236 ″ (6.0) .139 ″ (3.54) 300

8 560-10034 WC12-8 WC12 .177 ″ (4.4) .236 ″ (6.0) .139 ″ (3.54) 300

9 560-10035 WC12-9 WC12 .177 ″ (4.4) .236 ″ (6.0) .139 ″ (3.54) 300

Dimensions are approximate and subject to technical changes.  Use Part No. for ordering and Type for speci�cation purposes. 

Clip-Tags continued

Product Selection
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Material PVC Polyvinylchloride

Temperature Range -85°F to +221° (-65°C to 105°C)

Chemical Resistance Good resistance to acid, aromatic
fuel, vegetable oils, alkalis

Approval UL224, IEC 684-3-116, BS6746C

Type
Min. Outside Ø

in. (mm)
Max. Outside Ø

in. (mm)
Length (L)
in. (mm) Tool Roll Size Standard Markings

MHG00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) TJC00 1000

A, B, C, ...Z; 
0, 1, 2, 3...9;

+, -, /, earth symbol

MHG1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) TJC1-3 1000

MHG2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) TJC2-5 1000

MHG3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) TJC3-7 500

MHG4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) TJC4-9 250
Marker length tolerance for 00 to 3-7 is +0.00 mm to -0.10 mm.  Dimensions are approximate and subject to technical changes.

Helagrip 2000 Cable Markers

Our Helagrip 2000 cable markers are designed for wire and cable marking in tough environments. Made of PVC
(Polyvinylchloride), Helagrip features include easy application, chevron shape to ensure a positive lock onto the next marker,
plastic reels color coded for size, and exceptional legibility. Helagrips also take up less space on the cable than other marke rs.

The pro�le of the marker is designed to hug the wire and �t to various sizes of cable. Handy applicator tools are available f or
easy placement of markers on the wire. Chevron cut ensures positive locking of each marker to another marker.

MHG1-3          WE           2    

Type Color
(white)

Legend

Part Number Example - MHG1-3WE 2

Helagrips are available in white. For colors, contact HellermannTyton.

M = Marked Sleeve     HG = Helagrip  1-3 = Size in mm      WE = White  2= Legend

To order - select type, then add WE (for white) and select legend from standard
markings.

Product Data

Helagrip Size

Width ( W) -  in. (mm) Height (H) - in. (mm)
Height (H2)

in. (mm)
Height (H3)

in. (mm)
Height (H4)

in. (mm)Nominal Min. Max. Nominal Min. Max.

MHG00 0.137 (3.5) 0.098 (2.5) 0.177 (4.5) 0.114 (2.9) 0.11 (2.8) 0.118 (3.0) 0.027 (0.7) 0.031 (0.8) 0.019 (.0.5)

MHG1-3 0.127 (3.25) 0.125(3.15) 0.131 (3.35) 0.137 (3.5) 0.134 (3.4) 0.141 (3.6) 0.019 (0.5) 0.035 (0.9) 0.015 (0.4)

MHG2-5 0.165 (4.2) 0.161 (4.1) 0.169 (4.3) 0.188 (4.8) 0.185 (4.7) 0.192 (4.9) 0.031 (0.8) 0.07 (1.8) 0.015 (0.4)

MHG3-7 0.228 (5.8) 0.224 (5.7) 0.232 (5.9) 0.255 (6.5) 0.250 (6.4) 0.259 (6.6) 0.033 (0.85) 0.11 (2.8) 0.023 (0.6)

MHG4-9 0.267 (6.8) 0.259 (6.6) 0.275 (7.0) 0.346 (8.8) 0.338 (8.6) 0.354 (9.0) 0.039 (1.0) 0.149 (3.8) 0.023 (0.6)
Dimensions are approximate and subject to technical changes.  Use Part No. for ordering and Type for speci�cation purposes. 

Material Data

Product Data

Helagrip is a ″closed
marker ″ with the
greatest wire range
�exibility. Closed
markers are applied to
wire and cable prior to
termination for the best
mark performance and
security.

Helagrip rolls are o�ered in white.  They are also available in

yellow depending upon volume requirements.
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Helagrip 2000 Cable Markers continued

Handy applicator tools are available for easy placement of

markers on the wire.

The pro�le of the marker is designed to hug the wire and �t to

various sizes of cable.

Article No. Part No. Type Description
Min. Outside Ø

in. (mm)
Max. Outside Ø

in. (mm) Pkg. Qty.

518-05013 MHG1-3CASS Helagrip Set 1-3 Helagrip 2000 Cassette .03 ″ (1.3) .118 ″ (2.8) 1

518-05025 MHG2-5CASS Helagrip Set 2-5 Helagrip 2000 Cassette .078 ″ (2.0) .196 ″ (5.0) 1
Dimensions are approximate and subject to technical changes.  Use Part No. for ordering and Type for speci�cation purposes. 

Product Selection

HELAGRIP 2000 Cassettes
Each cassette is complete with a te�on applicator and 25
of each of the following markers:
- 0-9 (inc.) color coded.
- A, E, L, N, R, S, T, +, -, Earth black on white
- The MHG1-3CASS cassette has an additional strip of 

each of the numbers 0, 1, 2, 3.
- Size MHG1-3CASS cable diameter range .04” to .12” 

(1 to 3 mm).
- Size MHG2-5CASS cable diameter range .08” to .2” (2

to 5 mm).
Color code is special order. Non-stock item.



I d e n t i f y i n g

M i s c e l l a n e o u s  L a b e l s

w  w  w  .  c  a  b  l  e  m  a  r  k  e  r  s  .  c  o  m | 1  -  8  0  0  -  7  4  6  -  7  6  5  5

Wire Size Legend Article No. Part No. Type
Min. Outside Ø

in. (mm)
Max. Outside Ø

in. (mm)
Length (L)
in. (mm) Pkg. Qty.

18-14 Gauge Wire 

0 515-00279 MHG00WE0 HGDC00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) 1000

1 515-00289 MHG00WE1 HGDC00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) 1000

2 515-00299 MHG00WE2 HGDC00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) 1000

3 515-00309 MHG00WE3 HGDC00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) 1000

4 515-00319 MHG00WE4 HGDC00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) 1000

5 515-00329 MHG00WE5 HGDC00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) 1000

6 515-00339 MHG00WE6 HGDC00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) 1000

7 515-00349 MHG00WE7 HGDC00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) 1000

8 515-00359 MHG00WE8 HGDC00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) 1000

9 515-00369 MHG00WE9 HGDC00 .047 ″ (1.2) .078 ″ (2.0) .137 ″ (3.5) 1000

17-12 Gauge Wire 

0 515-01279 MHG1-3WE0 HGDC1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) 1000

1 515-01289 MHG1-3WE1 HGDC1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) 1000

2 515-01299 MHG1-3WE2 HGDC1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) 1000

3 515-01309 MHG1-3WE3 HGDC1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) 1000

4 515-01319 MHG1-3WE4 HGDC1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) 1000

5 515-01329 MHG1-3WE5 HGDC1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) 1000

6 515-01339 MHG1-3WE6 HGDC1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) 1000

7 515-01349 MHG1-3WE7 HGDC1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) 1000

8 515-01359 MHG1-3WE8 HGDC1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) 1000

9 515-01369 MHG1-3WE9 HGDC1-3 .03 ″ (1.0) .118 ″ (3.0) .137 ″ (3.5) 1000

14-16 Gauge Wire 

0 515-02279 MHG2-5WE0 HGDC2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) 1000

1 515-02289 MHG2-5WE1 HGDC2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) 1000

2 515-02299 MHG2-5WE2 HGDC2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) 1000

3 515-02309 MHG2-5WE3 HGDC2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) 1000

4 515-02319 MHG2-5WE4 HGDC2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) 1000

5 515-02329 MHG2-5WE5 HGDC2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) 1000

6 515-02339 MHG2-5WE6 HGDC2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) 1000

7 515-02349 MHG2-5WE7 HGDC2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) 1000

8 515-02359 MHG2-5WE8 HGDC2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) 1000

9 515-02699 MHG2-5WE9 HGDC2-5 .078 ″ (2.0) .196 ″ (5.0) .137 ″ (3.5) 1000

12-2 Gauge Wire 

0 515-02501 MHG3-7WE0 HGDC3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) 500

1 515-02502 MHG3-7WE1 HGDC3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) 500

2 515-02503 MHG3-7WE2 HGDC3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) 500

3 515-02504 MHG3-7WE3 HGDC3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) 500

4 515-02505 MHG3-7WE4 HGDC3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) 500

5 515-02506 MHG3-7WE5 HGDC3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) 500

6 515-02507 MHG3-7WE6 HGDC3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) 500

7 515-02508 MHG3-7WE7 HGDC3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) 500

8 515-02509 MHG3-7WE8 HGDC3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) 500

9 515-02510 MHG3-7WE9 HGDC3-7 .118 ″ (3.0) .275 ″ (7.0) .137 ″ (3.5) 500

10-2/0 Gauge Wire 

0 515-03821 MHG4-9WE0 HGDC4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) 250

1 515-03822 MHG4-9WE1 HGDC4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) 250

2 515-03823 MHG4-9WE2 HGDC4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) 250

3 515-03824 MHG4-9WE3 HGDC4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) 250

4 515-03825 MHG4-9WE4 HGDC4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) 250

5 515-03826 MHG4-9WE5 HGDC4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) 250

6 515-03827 MHG4-9WE6 HGDC4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) 250

7 515-03828 MHG4-9WE7 HGDC4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) 250

8 515-03829 MHG4-9WE8 HGDC4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) 250

9 515-03830 MHG4-9WE9 HGDC4-9 .157 ″ (4.0) .354 ″ (9.0) .196 ″ (5.0) 250
Dimensions are approximate and subject to technical changes.  Use Part No. for ordering and Type for speci�cation purposes. 

Product Selection

Helagrip 2000 Cable Marker Rolls
Black on White, 0-9 Helagrips



I d e n t i f y i n g

M i s c e l l a n e o u s  L a b e l s

w  w  w  .  c  a  b  l  e  m  a  r  k  e  r  s  .  c  o  m | 1  -  8  0  0  -  7  4  6  -  7  6  5  5

Article No. Part No. Type
Width (W)

in. (mm)
Width 2 (W2)

in. (mm)
Length (L)
in. (mm) Pkg. Qty.

T18 Series thru T50 Series Ties

151-42159 IMP1.510C2 IMP1.5 .75 ″ (19.1) 1.03 ″ (26.2) 1.5 ″ (38.1) 100

151-00238 IMP1.510M4 IMP1.5 .75 ″ (19.1) 1.03 ″ (26.2) 1.5 ″ (38.1) 1000

151-00236 IMP1.7510C2 IMP1.75 1.75 ″ (44.5) 1.28 ″ (26.2) .75 ″ (19.1) 100

151-00237 IMP1.7510M4 IMP1.75 1.75 ″ (44.5) 1.28 ″ (26.2) .75 ″ (19.1) 1000

151-42229 IMP210C2 IMP210 .75 ″ (19.1) 1.53 ″ (38.90) 2.0 ″ (50.8) 100

151-00239 IMP210M4 IMP210 .75 ″ (19.1) 1.53 ″ (38.90) 2.0 ″ (50.8) 1000

151-42259 IMP2.510C2 IMP2.5 1.75 ″ (44.75) 2.03 ″ (51.6) 2.50 ″ (63.5) 100

151-00240 IMP2.510M4 IMP2.5 1.75 ″ (44.75) 2.03 ″ (51.6) 2.50 ″ (63.5) 1000

151-42359 IMP3.510C2 IMP3.5 .75 ″ (19.1) 3.03 ″ (77.0) 3.50 ″ (88.9) 100

151-00241 IMP3.510M4 IMP3.5 .75 ″ (19.1) 3.03 ″ (77.0) 3.50 ″ (88.90) 1000

151-42269 IMP2.5W1.7510C2 IMP2.5 1.75 ″ (44.75) 2.03 ″ (51.6) 2.50 ″ (63.5) 100

151-00242 IMP2.5W1.7510H4 IMP2.5 1.75 ″ (44.75) 2.03 ″ (51.6) 2.50 ″ (63.5) 500
Dimensions are approximate and subject to technical changes.  Use Part No. for ordering and Type for speci�cation purposes. 

Identi�cation Marker Plates

Identi�cation marker plates can be mounted in any direction, either vertically or horizontally as �ags, tags, or wraparound
identi�cation plates. They can be marked with HellermannTyton marking pen (Part Number FTP) or hot stamped. These marker
plates are manufactured from nylon and are white.

Product Selection




